WERTHER inTeRnaTIONAL @

PC 2100 E

Part Number M70610

HP 3.0

Power Requirements 220V /50-60 Hz

Output CFM 12 CFM

Output L. 350 L. Min

Max Pressure PSI 120 PSI

Max Pressure Bar 8 bar

Operating Pressure PSI 90-120 PSI

Operating Pressure Bar 6-8 bar

Noise Level 80 db/A

Tank Size Gal. 26 Gal

Tank Size Lt. 100 Lt.

Dimensions 53x 26 x 34

Weight 231 Lbs. I

Packed Dimensions 57 x 30 x 40

I Packed Weight 264 Lbs. I

i Outgut Flow x 2 * Desiccant Air Dryer System is optional
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FROM THE ANALYSIS OF THE APPLICATION REQUIREMENTS TO THE TREATMENT OF AIR,
WERTHER INTERNATIONAL INC. IS IN A POSITION TO SUPPLY THE MOST SUITABLE
COMPRESSOR AND CORRESPONDING ACCSESSORIES FOR THE CUSTOMERS NEEDS

WERTHER INTERNATIONAL INC.
Distributed by:

Air & Vacuum Process, Inc.

Phone: (866) 660-0208

Fax: (281) 866-9717
sales@airvacuumprocess.com
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