
Sil-Box 24 
Part Number M56120 
HP N/A
Power Requirements 115 V / 50-60 Hz or 220 V / 50-60 Hz 
Output CFM N/A 
Output Lt. N/A 
Max Pressure PSI N/A 
Max Pressure Bar N/A 
Operating Pressure PSI N/A 
Operating Pressure Bar N/A 
Noise Level * Reduces Noise Levels by 20 db/A
Tank Size Gal. 13 Gal 
Tank Size Lt. 50 Lt. 
Dimensions  29 x 23 x 30 
Weight 66 Lbs.
Packed Dimensions 33 x 28 x 39 
Packed Weight 88 Lbs. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

* The Silencing Cabinet Sil-Box 24 is
designed to reduce noise levels by 20 
db/A when the application requires quiet, 
oil free, and dry air.  Installing any of the 
Werther International Inc. oil free 
compressors in the silencing enclosure 
would resolve in exceptionally noise free 
operation, with all of the necessary 
controls at your fingertips.  State of the 
art control panel features the following 
items:  Hour meter, Pressure regulator, 
Tank pressure gauge, Line pressure 
gauge, Thermal overload protection, 
Main ON/OFF switch 
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WERTHER INTERNATIONAL INC. 
Distributed by:
Air & Vacuum Process, Inc.
Phone: (866) 660-0208
Fax:  (281) 866-9717
sales@airvacuumprocess.com
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